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1. Supported CAD platforms

CGS Labs Civil Solutions 2025.1 is now compatible with the new BricsCAD V25, as well as the latest
versions of Autodesk AutoCAD & Civil 3D 2025.

With CGSLABS 2025.1 Civil Solutions, support for CAD platforms now includes the following CAD
platforms:

Autodesk | BricsCAD

AutoCAD/Civil 3D
2025 | V25
2024 | V24
2023 | V23
2022 | V22
2021
2020
2019
2018

CGSLABS 2025.1 Civil Solutions is a minor version upgrade. Users can install the latest CGSLABS
2025.1 Civil Solutions on CGS Labs 2025.0 version and alongside with previous CGS Labs versions (e.g.
2024, 2023 or older).

Cl\ul Solutlons 2025

onfidence Build with Precision

(, ccsLABS

@ Plateia .@ Ferrovia Aquaterra .@ Autopath Autosign

0% Lisba CES Labs S Labs CES Lk &S Labs
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CGS installation — Product version

The product version is now included in the installation file. This makes it easier to see which version is
being updated and the version of the installation itself.

CGS Labs Civil Solutions 2025 - InstallShield Wizard X | (T setup.exe - lastnosti X
ey et Splodno Zdrugljivost Digitalni podpisi
Vamost Podrobnosti PrejEnje razlitice
Lastrost Vrednost
ield Wizard is updating (25.0 ) l siol Opis
Opis datoteke Setup Launcher Unicode
Vrsta Program
Razlitica datoteke  25.1.831.0
Ime izdeka CGS Labs Civil Solutions 2025
Copying new files 25.1.831
Avtorske pravice  Copyright (c) 2015 Flexera Softwar
Veliost 1.50GB
Datum spremembe 25, 10. 2024 10:35
Jezik angle$&ina (ZDA)

Prvotno ime datoteke  InstallShield Setup exe

Odstrani lastnosti in osebne podatke

Vredu Prekligi Uporabi

CGS installation — Software license agreement

The software license agreement is now displayed when updating CGS software to minor versions,
whereas it was previously only shown during new installations.

CGS installation — »Electra« removed

Electra description has been removed from the list of products. Electra is replaced with the external
Power Path product: Power Line Design Software | Power Path
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https://power-path.com/

2.PLATEIA
2.1.ENHANCEMENTS

31D5 - Rescale Profile View

With the 2025.1 version comes the long-awaited feature to rescale CGS longitudinal profiles, making it
easier to manage different design plots. Users no longer need to draw extra profiles in another drawing
or delete existing profiles just to change the scale. This function will save the existing information within
a longitudinal profile (both graphic and rubric information), delete it, and redraw it with the user-
defined scale. Any X and Y scale can be used for rescaling.

This function can be applied to CGS elements as well as any user-defined elements within the graphic
part of a Profile View.

1:1000 1:2000

1:500
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21L1 - Widening side option
(BiH, CZ, ENG, SLO version only)

You can now select which side the calculated widening will be applied to, with options for inner,
outer, or both sides. The inner side is set as the default, and when both sides are selected, the larger
portion of the widening is applied to it.

(7 Draw lanes and widenings X
Parameters
Road-Lanes 9 Draw Widenings Calculation Standard Overview
Left: Right: |_| Draw Centerline
LAME_L1 (3.5m) LAMNE_R1 (3.5m) Half of the transitiondength (ine-arc, arc-arc)
B Calculate (0. 1*road_speed*road_width)
420
Widening side
(O Inner (O Outer O Eoth
Vehide-combination
& lorry (10.0m) [ bus (8.5m) Choosing only one type means a
- - combination of two equal vehides.
|| truck (8.0m}) || car (4.0m)
Editor
Stat Radius LAME_L1 Align... LAME_R1
10.000000 0.000 0.000
50.915177 0.000 0.000
59.920495 3(38.021) 1.124 1.388
87.265276 3(36.021) 1.124 1.338
95.270594 0.000 0.000
106.336574 6 (40.4964) 1.236 1.001
132.351166 6 (40.964) 1.236 1.001
142, 467146 0.000 0.000
182.509030 0.000 0.000
= Insert Remaove d

Cancel [J Don't show this dialog again

21L1 - Draw Centerline

There is an additional option to draw a centerline between the first left and right lanes, which can be
used for horizontal line markings or similar purposes.
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21H7 - Erase individual sample lines

The Erase Sample Lines command now opens a new dialog that allows users to select individual sample
lines for deletion. While it's still possible to delete sample lines interactively from the drawing, this new
dialog option provides a more intuitive option for new users. Deleting through the dialog will also
automatically renumber all remaining sample lines. To delete all sample lines as before, simply press
Enter once more.

NN ~

)

\
{j\
5

(7" Erase Sample Lines X

Select Axes
Cross-axes:

P1]0.040.000
P2 | 0.0+20.000
P3| 0.0+40.000 |
P4 | 0.0+60.000
P5 | 0.0+80.000

Deselect

Delete Cancel

21E5 - Disable tangency warning

When converting polylines with numerous vertices that have non-tangent orientations, there was
previously no option to disable warnings. Now, you can permanently disable these warnings (Also
defined as the 200113’ parameter in Axis settings).

Alignment bends between main elements #1 (TANGENT) and #2 (TANGENT)
for an angle of; 11,580033% l i

[CIMext time do not show this message

Ok
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21P1 - 3D edges interval

When creating 3D road edges, the polyline segmentation was previously set to a predefined 1.0m. Since
tangents don't require as many vertices, and in some cases, denser segmentation is needed in curves,
we have added an option to customize this setting.

For spirals this segmentation is based on »201001« and »212006« in CGS settings.

([ Draw Alignment and road edges in 3D

Current Alignment: AXIS_0
Select profile DWG

(=  *Current drawing * w

[ Craw for all alignments ¢
Select lanes:

([ Settings * Cancel

Distance interval

Define interval (tangent): 10

Define interval (curve): 0.5

Cancel
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41H - Save and play macro for all cross sections

In CGS 2025.1, there is now an option to save macros for all cross sections into a single CGS Lisp file.
All macros are executed based on whether the macro name matches the cross-section name. This
provides an easy way to recreate cross sections in another drawing.

(7 Record macro

X

C:\USERS\OZIMEKK\APPDATAROAMINGICGSAYC ~

List of macro-definitions

New cross-section mz

oK

X

Command :
Command:
Select point in the

(C Run Macro X
Select method
Between CS ~
First cross-section: P10+008.48 ~ |
Last cross-section: P20+034.24 ~ R

(E  C:\USERS\OZIMEKKIAPPDATA'ROAMING\CGSAICGSAPRS 2025 N

1B Play macro according to cross section name:

List of macro-definitions

P2

© Erase all TCS elements

(O Erase TCS elements with the same name

section or press ENTER te save all cross sections:

]
-5.000
g
3
2
=
]
-5.000
g
g
H
L]

41M3 - Planimetry quantities improvements

There are minor improvements in the Planimetry Quantities for easier use, including:

- color preview,

- column sorting,

- multiple

selection option.

11

M
848
e 8 &
L E =
£ £ ]
g
H
g
e —
P2
043424
4 g B
i 8 £
g
H
g

15000 Q00

15000 Q000

The sorting feature also applies to other lists, such as in Planimetry Definition (41M1) and TCS
Pavement (41G4).

(7 Edit quantities

Name Type Hatch Color Code |
Asphalt Area (2) =1 50LID hd . Magenta i
Base Area (2) | SOLID ﬂF Color9 fd
Binder_course Area (2) ~lsoLp [ color 143 ~|
Crushed_stone Area (2) =1 50LID ﬂ,_ Color 40 i
Cut Area (2) x| SOLID ﬂ. Color 157 |
Drainage Area 2) ~|soup =W cyan |
Embankment Area (2) X |SOLID =M color72 hd
Fill Area (2) ¥ |SOLID ﬂ. Color 127 x
Geatestile Length (1) ~|soLp = cyan ~|
Humus_cut Length x thickness (3) | SOLID ﬂ. Red i
Humus_fill Length x thickness (3) ¥ SOLID ﬂr Yellow |
SBinder_course Area (2) ~|soLp = color 20 ~|
Shoulder Area (2) T |SOLID =l color3t hd
Sub_base Area (2) ¥ |SOLID ﬂlr Color 30 x
Hatch scale 0.10
Cancel
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41P1 - TCS Element Manager improvements
There are several minor improvements in the TCS element Manager for easier use, including:

- alphabetical sorting of all entities,

- the addition of station to the cross sections list,

- the addition of »Planimetry quantites«, »Dimensions« and »Intersection lines« in the list,
- disabling the Escape button to close the dialog.

(7 TCS Element Manager *

e y 2

B zoom/select 100% ~ m
[=EP 1|AXIS 0 - 0+0.00

TCS elements
Intersection lines
Dimensions | .
—I- Planimetry quantities |
1] BASE
BINDER_COURSE
DRAINAGE
EMBAMKMENT
SHOULDER
SUB_BASE
SURFACE_COURSE
- P2|AXIS_0 - 0+20.00

- P3|AXIS_0 - 0+40,00

- P4|AXIS_0 - 0+60,00

- P5|AXIS_0 - 0+80,00

- PE|AXIS_0 - 0+100.00

- P7|AXI5_0 - 0+120.00

- PB|AXIS_0 - 0+140.00

- P3AXIS_0 - 0+160.00
H-P10|AXIS_0 - 0+180.00
H-P11]AXIS_0 - 0+200.00

- P12]AXIS_0 - 0+220.00

- P13]AXIS_0 - 0+240,00

- P14]AXIS_0 - 0+260.00

- P15]AXIS_0 - 0+280.00

Fl- PAGIAXTS 0 - 04+300.00

CUT_1LEFTUR CUT_1_RIGHT.UP

408.25

T_1_LEFT.Cf

] T_1 _RIGHT,

o}
u
™
f=x]
(=
=+
o
o
i
Lo

3.500 409.252

O O e O o Ot O e O o O e O o O o O e WO o O O e B

00 411.615 0.000 409.339

56 411.511
150 411,
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SD5 - Polyline editor improvements
There are several useful improvements to the Site Design Polyline Editor:

- option to reverse 2D/3D polylines,

- option to delete 2D/3D polylines,

- option to delete vertices on a 3D polyline,

- multiple selection of 2D/3D polylines,

- multiple selection of 3D polyline vertices,

- ability to drape multiple 3D polylines onto a selected DTM at once,

- option to interpolate heights between selected vertices of a 3D polyline.

Additional general improvements include:

- removal of the »AcDb...« prefix from enitites name,

- removal of other entities (such as circles, hatches, faces,...) from the entities list if selected,

- added an option to convert »Line« elements,

- existing »Station« column was changed so that it represents accumulated 2D length,

- new »Total Length« column was added to show accumulated 3D length of a selected 3D

polyline.
(3D polyline editor X
Entity name Point number Total Length Station Elevation Segment length Gradient back Gradient ahead
m Drop all but selected 0.000 123.654 39,838 %
. . 63.571 28.898 -59,938 % 59.941 %
hiiteiBDipoklinclont 78.428 41.960 -59.941 % 59,938 %
Reverse polyline 100.000 -59.938 %
Delete polyline
Raise to surface elevation (vertices only)
Raise to surface elevation (add vertex on surface break)
(I 3D polyline editor >
Entity name Point number Total Length Station Elevation Segment length Gradient back Gradient ahead
3dPolyline Point 1 0.000 0.000 0.000 123.654 59.938 %

pete | e wemi] sl e
CT ST TR - o ceton
ssasis ] isesn ] oo ] [N -

Interpolate heights
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21N4 - Additional attributes filled out

In the CGS 2025.0 version, only the label and elevation attributes were previously filled out. We have
now added all other attributes defined in the CGS point: Distance (from alignment), Station, Profile,
Axis, and Lane. These attributes are now automatically populated by the Stakeout command if they
exist in the selected block or CGS point.

Position V 1226214267
Position Z 4147781
Scale X 1.0000
ScaleV 1.0000
ScaleZ 1.0000
S Misc
Name [
Rotation 0.0000
Annotative
Block Unit
Unit factor
Block:AK_DP -
LABEL 25
ELEV 41478
DISTANCE -3.50
STATION 1100.00
PROFILE Ps6
AXIS AXIS0
LANE LANE L1

3105 - Thickness units option

The 3105 function is used to tabulate height differences between the terrain line and the profile line
or road edges. We have added an option to select the unit for the AH value (mm, cm, m). This choice
will apply to values in the 'LRO_9' rubric and in the output file. Road lane widths are defined in meters
in the output file, and height differences are displayed to three decimal places.

(" Save and Tabulate DH ®

Select layout drawing:

= | * CURRENT DRAWING * || AXIS_O ~
Pavement thickness: 0.000000
Unit of DH value: m ~

B Tabulate DH along lane edges

[T save height changes to DH file

=

[Tl raw in all profiles

Cancel

41091 - Synchronization by stations

In addition to various cross-section fixes, we have added an option to synchronize sample lines and
cross sections by station value. This allows for renaming sample lines in the layout and synchronizing
cross sections if the station values match.

Select situation drawing[l-Current drawing, 2-Outside drawing]:1

Elwsynchronize profiles[1-By profile name, 2-By profile station]:
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2.2.CHANGES

21E3 - TP vertex label (CZ version only)

Tangent polygon labels now include automatic numbering of the tangent polygon vertices.

21H - Sample lines type

Based on users feedback and issues, we have reverted the default type of sample lines to »normal«
instead of »correspondent«. The default type can still be changed with parameter »202028« in the
axis settings or by using »Convert sample lines type« command (2112).

41M4 - Planimetry quantities resizable dialog

The material visibility window is now resizable, which is useful for accommodating longer names.

(7 Set material visibility *®

M aterial list

BASE
BINDER_COURSE

DRAINAGE

EMBANKMENT

SHOULDER

SOME__RANDOM__WERY__ LONG___NAME
SUB_BASE

SUB_GRADE

SURFACE_COURSE

DODDDODDVD

Cancel
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2.3.FIXES

11K3 — ASC/XYZ can't be used for projection

In the CGS 2025.0 version, confirming projection was only possible by selecting CGS points directly in
the drawing, not when using CGS points from an external file. This has now been changed so that the
confirm button is always active in the second tab, 'Points from File.

11N2 - Edit Cut/Fill doubles drawn elements

When editing Cut/Fill in the layout, a new hatch and polylines were created instead of modifying the
existing ones. This issue has now been fixed, ensuring that elements are no longer duplicated.

21E4 - Convert polyline to TP crash

In some cases, converting a polyline to a tangent polygon caused the CAD instance to crash. We have
implemented smart pointers to resolve this issue in newer CAD versions.

21F8 — No station labels drawn

The 21F8 command for drawing station labels at main elements with a user defined offset did not work
due to the missing setting '211108.' This setting has now been added back to prevent this issue in the
future. For existing files, you need to open the Axis Manager (21C), confirm the new settings (21A31),
and then run the 21F8 command.

21N5,6 — Missing attribute values in Stakeout points

With the changes in stakeout functionality (21N4), there was an unintended consequence where
attributes were not populated using the existing commands 21N5 and 21N6. This issue has now been
resolved.

31A31 - Parameter 300221 doesn't support defined options

Previously, users could only select between two options (0 and 1) for the hectometric station format
in Profile View, despite six options being available. This limitation has now been removed, allowing
users to select a value from 0 to 6.

31D1 - Some sample lines not visible in Longitudinal profile

When a sample line was placed directly between two main elements (at the end of one and the start
of the next), the function for recognizing profiles did not detect this sample line, preventing it from
being drawn in Profile View. This issue has now been fixed. If the function finds two intersections with
a sample line, it will now use the first one.

31E2 - Incorrect selection with sorted columns

When table of projection lines was sorted by »Line name« column, the »old« unsorted IDs were not
updated, which caused wrong selection to be active when drawing projection lines in the Profile View.
IDs and corresponding names are now correctly sorted and drawn.
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31K3 - Existing stations are missing

In the CGS 2025.0 version, there was an issue where existing superelevation changes were not reflected
in the table of superelevations, which only displayed main elements and sample lines. This has now
been fixed, and the table of superelevations now shows the stations of all vertices on superelevation
lines and jump lines.

31K3 - End station not on the list

The table of superelevations previously displayed only the starting stations of main elements, omitting
the ending stations. This oversight often went unnoticed, especially when there was a point from an
existing superelevation line or a sample line. However, in cases where there was only one main element
on an alignment, this became more noticeable. We have now fixed this issue, and the table will also
show the last station in all cases.

31M - Draw road edges in Profile View

The 31M function is finally fixed! The underlying logic has been rewritten, ensuring that edge curvature
is drawn correctly and all values are accurately labeled in the LRO_17 and LRO_18 rubrics. Additionally,
there is now the option to use the 31M command even when sample lines are not present in Profile
View. In such cases, the start and end stations of elements will be labeled in the rubrics.

31R1 - External file warning

When using the 31R1 command for labeling slopes, an error would always occured if an output file was
not selected. This has been changed so that the output file must now be checked, and the option is not
active by default.

31S8 — Import C3D pipes doesn't work on Civil3D 2024/25

The import C3D pipes only worked on older Civil3D versions as API version was not correctly updated.
This was fixed.

41D2 - Delete Cross sections takes a long time

We have improved the logic for deleting cross sections, significantly reducing the time required for this
process. Based on user drawing, this time has been reduced from several minutes to just a few seconds
for more complex drawings.

41E1 - Additional terrain is not correctly added

There were several issues with additional terrains in the CGS 2025.0 version. Since cross sections that
include both the main terrain and additional terrain can vary, the system incorrectly handled counting
for additional terrain. Additionally, some cross sections used for the main terrain were deleted when
they should not have been.

Now, inserting additional terrains does not affect existing cross sections (they are never deleted), and
additional terrains are placed on the correct cross sections.
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41K5 - Urbano system not drawn in cross sections

In some cases, Urbano pipes were not drawn in cross sections even though the input data was correct.
The issue happened because the function was searching for a specific string (*) in the DWG database
(CGSAPPS_FILES dictionary), and there was a mismatch with the string value (*Current drawing*). This
issue has now been resolved, and it should no longer pose any problems in the future.

41X - TCS elements not refreshed without layout data

Although this functionality was implemented in the CGS 2025.0 version, it did not work due to changes
in other features. Additionally, data from Profile View could not be refreshed without having the layout
data loaded. This has now been resolved, allowing cross sections to be refreshed without the layout
data. Furthermore, when Profile View data cannot be loaded, the refresh option in the (41X) dialog is
now inactive.

41X — Remove cross sections with refresh function

Cross sections are correctly removed from the drawing if the sample lines used for refreshing have
been deleted. However, this does not occur when using the Insert Terrain function (41E1), which only
updates existing cross sections.

3D model - 3D road edges disappear

When creating a 3D model using the align option, the 3D polylines of road edges created with the 21P1
command were always deleted. This issue has now been resolved, and these polylines will no longer
be deleted when creating a 3D model.
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3.AUTOSIGN
3.1.ENHANCEMENTS

55H1 — Added options to show/edit attributes for traffic signs

Checkboxes to control the visibility of attributes have been added to the Sign Manager dialog (Edit
command). Additionaly, user can add custom attributes simply by writing them in the empty cells in
the lower part of the dialog.

Class 1
0.90
R3-9

(1" Sign Manager

Tr_post-150_1_2,00_0.00_0,00

Select >

+ | ﬁ J\-,L; inv

X

Mame
Description
Scale X
Scale Y
Rotation:
Layer:
Category
Dimension
Fail

Comment

55G1 — Added foundation dimension to the report

1«

I

R3-49

Direction and place...
1

1

0.0

50 TRAFFIC_SIGN = |
Mew design ﬂ
0.90

Class 1

The foundation dimension was added to the post height and is now shown under the »Total height«
rubric in the sign report.

Post and Foundation

B Craw foundation

TRAFFIC SIGNS REPORT 1/1 = |
A 0.50 ’
B: 0.50 ua
REFLECTIVE NR. OF | POST | TOTAL | NR. OF D: 0.00
POSIMON |  CODE STATION | DINENSION WATERIAL SCHEME HEIGHT 0057 | HEIGHT | HEiGT | Sions
RI-G | 0000 | 090 | Closst 0 200 | 1 | 290 360 ) 1
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3.2.CHANGES

55C1 - Removed »_temp« from sign name
The »_temp« suffix was removed from the sign names when those are inserted in the drawing.

The suffix is still used in the names of DWG files containing signs. If the suffix is used, the user will be
able to change »text« elements when the sign is inserted.

3.3.FIXES

55C1 - Errors with layer definition

The bug was most noticable when a few signs were inserted. After some point the signs were not
correctly displayed or were not inserted at all. »Audit« function was showing multiple errors with layer
definitions. This problem is now fixed.

55C1 — Roadside posts can't be drawn without a post

The roadside posts could be drawn without the post in 2D but in the 3D signh model the post was still
there. This is now fixed, so you can draw sign without the post.

3.4.LIBRARIES

New and updated libraries:

- Romanian (update)
- Slovenian library — Varneje v Solo (new)
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4. AUTOPATH
4.1.FIXES

58B5 — Vertical analysis crash on ACAD 2025

When using the Vertical Analysis command on a polyline in ACAD/C3D 2025, the CAD instance would
crash. This issue has now been resolved.

58D1 — Location snap not working

When selecting the location of a vehicle and using the snap function to create an imprint of the vehicle's
position, the position would reset to the starting point of the created swept path. This issue has now
been fixed, and the vehicle's position will remain at the defined location.

4.2 LIBRARIES

58C — Autopath AASHTO 2018 library

AASHTO 2018 library (metric and imperial) has been added to the list of Autopath libraries. The vehicle
definitions for 'BUS-14' (metric) and 'BUS-45' (imperial) have been corrected according to AASHTO
specifications.
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